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FOREWORD

This report was prepared by the Department of Theoretical
and Applied Mechanics, Engineering Experiment Station, University
of Illinois under Air Force Contract No. AF 33(038)-15677. The
contract was initiated under the research and development project
identified by Research and Development Order No. R-604-304,
"Design Data for and Evaluation of Structural Metals"; it was
administered under the direction of the Materials Laboratory,
Research Division, Wright Air Development Center, with Dr. A: Herzog
as project engineer.

WADC TR 52-99 Pt 2



ABSTRACT

This report presents experimental and theoretical work on the
overstraining of thick-walled cylinders. Four mild steel cylinders
(2:1 wall ratio) were subjected to internal fluid pressure and
strains at the bore and the outside surfaces were measured. In
addition, the mechanism of flow was studied by polishing the end
and outside surfaces for the observation of Lueders lines. A theo-
retical 'analysis is given which is based on results from a quanti-
tative comparison of certain previous theories and available experi-
mental data. The solution is in closed form and is applicable to
strain-hardening materials.

Observations disagree with theoretical assumptions concerning
the progression of yielding; wedge regions of overstrained material,
occupying a small fraction of the total volume, characterize the
yielding process. Discrepancies with theory are observed in the
measured strains; fully plastic load-carrying capacities predicted
from theory are higher than those observed in the experiments.
Instability of deformation (creep) under maintained constant load
is discussed.

It is concluded that theoretical analyses, in their present
form, do not cope adequately with the inelastic problem concerning
the wedge type of yielding in two and three dimensional, non uniform
stress fields. Suggestions are given for further research.
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NOTATION

do; de principal stress increment; principal strain
increment.

o; £ principal stress; principal strain.

Cos ors oz; c.9 E, Z principal stresses and strains in the hoop,
radial and axial directions, respectively.

elastic component of strain; plastic component
e; p of strain*

"a; e effective stress; effective strain.

a tensile yield stress

a
S ( e .) yield shear stress in tension.

1; Y maximum shear stress; maximum shear strain.

Ye maximum shear strain at yield.

r internal radius.o

r - y r variable radius.o

r = n r0  plastic-elastic boundary radius.

rI = k r outside radius.

X, dA p plastic flow functions.

P internal pressure.

G; E modulus of rigidity; elasticity.

m strain hardening parameter.

V Poisson's ratio.

Ee)O/d, £e)bore Circumferential strains at outside and bore
surfaces respectively.
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1. Introduction.

The partial overstraining of thick-walled cylinders by internal

uniform pressure has claimed the attention of several prominent investi-

gators. Table I lists some of the theoretical contributions and illus-

trates differences in basic assumptions. The rigorous mathematical

solutions require numerical procedures for their completion and, in

general, the solutions are so complex that little practical use may be

made of them by design engineers.

A solution to the problem must satisfy certain conditions, some of

which are not unique but possess justifiable alternatives. Different

combinations of these conditions account for the various theories in

Table I. An outline of the requirements for a solution will help to

clarify the issues and also provide a basis for understanding the need

for the investigations reported here.

(a) Rfdial Equilibrium

(yar )r

ay 6r

(b) Strain Compatability

a r(2)

(c) Boundary Conditions

ar -P, y l

or O,y~k

Either, z 0

WADC TR 52-99 Pt 2 1



TABLE I. - PARTIALLY-PLASTIC THICK-WALLED CYLINDER THEORIES

Plastic Stress- Compressibility Flow Axial Type of
Author Strain Law Plastic Elastic Condition Boundary Solution

Domain Domain

Hill, Lee,(l)
and Tupper Prandtl-Reuss Comp. Comp. Tresca ez a 0 Numerical

Hil, Le,(2) loe
Hill, Lee, Prandtl-Reuss Comp. Comp. Tresca Closed Numerical
and Tupper Ends

MacGregor, (3)

Coffin, and Hencky Comp. Comp. Von Mises Open Ends Numerical
Fisher

Sokolovsky (4) Hencky Comp. Comp. Von T~ises Cz = 0 Numerical
Sokolovsky (4 Hencky Comp. Comp. Von Kisesa cz = 0 Numerical

(4) a Closed

Sokolovsky(4) Hencky Incomp. Comp. Von Mises a z Form

Hodge, ( 5)
and Wliite Prandtl-Reuss Comp. Comp. Von .ises C = 0 Numerical

Hodge,(5
and White Hencky Comp. Comp. Von Mises £z U 0 Numerical

Either c = 0
Allen and()

Sopwith Hencky Comp. Comp. Tresca or, Closed Closed
Ends or, Form
Open Ends

Tresca with Closed Closedb
Cook7 ) Hencky Incomp. Comp. Upper and Clos Core

Lower yield

Nadai(8) Hencky Incomp. Comp. Von IMises £z = Closed
Form

( .. ... .. Either E = 0Z Closed

Steele(9) Hencky Incomp. Comp. Tresca or, Closed FormEnds or,

Open Ends
Either £z= 0Steele(I0)

(Theory of Hencky Incomp. Comp. or Trescaa or, Closed Closed

this report) Incomp. Ends or, Form
Open Ends

a Inclusion of Strain Hardening; The Non-asterisked Solutions Assume the Material
to Flow According to the Function Defining the Theory of Failure.

b Solution Dependent on Experimental Measurements which Cook Made on Closed-Ended

Cylinders.

WADC TR 52-99 Pt 2 2



k

or,9 azy dy 0 (open ends) (3)

fk

or, oydy P (closed ends)or, 1 z d

Choosing the axial strain as zero is convenient mathematically and

is popular for the more rigorous solutions. It is a condition, however,

not found in practice where cylinders have either open or closed ends.

Solutions for ez = 0 and closed ends do not differ greatly, but the differ-

ence is larger for open-ended cylinders.

(d) Plane Sections to remain Plane

i.e. z is independent of r.

(e) Continuity across Elastic-Plastic Interface

In all theoretical solutions the elastic-plastic boundary is taken

to be circular and the cylinder to be comprised of two regions, an inner

plastic and an outer elastic one, both of homogeneous material. Continuous

displacement across the elastic-plastic interface implies continuous e

and ez. Equilibrium demands continuous a r. Conditions at the elastic:.

plastic boundary may be deduced from these. For example, if incompressi-

bility of the plastic material only is assumed then er cannot be continuous

(see eqs. 7 and 8). Also, if the tensile stress-strain relation is discon-

tinuous (e.g., upper and lower yield points) then ae must be discontinuous

if the maximum shear stress yield condition is used.

The yielding of mild steel is characterized by the formation of wedge-

shaped veins of overstrained materials,(11) and it is doubtful whether

theories, assuming circular elastic-plastic boundaries, can describe ade-

quately the stresses and deformations in a mild steel cylinder. However,

the alternative problem of analyzing the effects of such wedge regions of

WADO TR 52-S9 Pt 2 3



plastic material embedded in an elastic medium has so far proved exceed-

ingly difficult.

(f) Plastic Stress-Strain Relations

One of two plastic stress-strain relations replaces the well-known

Hooke's law for elastic bodies. The Prandtl-Reuss relations provide

the basis for the "incremental strain" or "flow" type of theory. They

take the form

Edc( dae -vd(a a z) + dci/j 8 - (r + (

(plus two similar equations for the principal strain increments in the

radial and axial directions).

The Hencky(13) relations describe the "total strain" or "deformation"

theory. They may be written

E ee = 0F V (r + a ) + -% . (or ÷a°) (5)

(plus two similar equations for the principal strains in the radial and

hoop directions).

The basic differences in ecs. (4) and (5) have been adequately des-

(13)cribed elsewhere . It is well established that the incremental theory

is the more correct, and that, if the principal axes of stress remain fixed

in direction, and the principal stress ratios are constant, the Prandtl-

Reuss and Hencky relations yield the same result. Frequently, even though

the conditions on stress axes and ratios are not strictly maintained,

solutions using eq. (5) vary only a small amount from those solved by the

Prandtl-Reuss relations. This is the case for partially plastic thick-

walled cylinders subjected to internal uniform pressure only, and the small

inaccuracy in using the Hencky relations is compensated for by certain

advantages of mathematical convenience.

WADC TR 52-89 Pt 2



(g) Compressibility of Plastic Material

The total strain in an overstrained material is composed of an elastic

and a plastic component; thus

sWne +C: (6)

It is observed from experiments on metals that there is no change in

volume due to the plastic component of strain. Thus volume changes dur-

ing plastic deformation are elastic; hence

C• +'W1 (a+a + ) (7)
r r 5 E ( r z

If the stresses and strains obey eq. (7), the material is said to be com-

pressible. If the plastic component of strain is predominant

Ce + e +g C 0 (8)

and the material is said to be incompressible. In the cylinder problem

under consideration the plastic material is restrained by an outer elastic

hoop. The plastic strains are thus comparable in magnitude to the elastic

ones and errors are introduced if eq. (8) is used. The inclusion of com-

pressibility, however, considerably complicates a solution. It is seen

from Table I that there is only one solution in closed form observing com-

pressibility of the plastic material.

(h) Flow condition

The theories of failure due to Tresca (maximum shear stress) and

Von Mises (maximum energy of distortion) are well known. They are usually

stated as

a a a 2s (9)

where, a >, z - "r

and, (aC - ar)' + (r- a ,)2 + (a," ( a9 ) 2a Q (10)
e

WADC Th 52-89 Pt 2 5



Most cylinder theories incorporating strain-hardening make use of a

generalization of eq. (10). The "effective stress" and "effective

strain" are defined as

7 ar ), + (ar- aZ) + (as- a

and, F F(ae £r) 2 + r £z)2 (Sz a) 2

and it is assumed that 7 - f (7) for all combinations of stress. Hill(14)

has pointed out the limitations of this assumption. As for the case of

the Hencky stress-strain relations, however, this strain-hardening function

has approximate application in many instances and in particular to the

problem under consideration. It is not common to make use of an extension
of eq. (9) for strain-hardening material. Lud (15iký1) in 1909, stated that

the maximum shearing stress as a function of the maximum shearing strain

described the subsequent flow of a ductile material in the strain-hardening

range. Little use has been made of this assumption.

Clearly, the decision as to which failure condition and subsequent

flow law to use, is dependent on the experimental behavior of the cylinder

material. Tests by Davis(16) on low-carbon steel thin-walled cylinders

under combined stress have shown that Von Mises' theory closely describes

failure and subsequent flow condition. In steel with a drop in stress at

yield point, Morrison(17) states that initiation of yield is due to a

critical maximum shear stress but that plastic flow continues in accordance

with Von Mises' criterion. The latter tests have all been made on specimens

in which there exist uniform stress fields, (uniformly distributed stress)

and the application of the results, in some instances, to non-uniform

stress fields, requires considerable caution. For example, the experimental

WADC TR 52-99 Pt 2 6



work of this report (also ref. (18) on low-carbon steel and of Macrae(19)

on nickel-gun-steel thick-walled cylinders, contradicts the findings of

the previous results from thin-walled cylinder tests. This is attributed

to the mechanism of flow in steels containing a flat-topped portion at

yield in a. tension test.

Cook(7) subjected mild-steel, thick-walled cylinders of various

wall ratios to internal fluid pressure and observed the changes in outside

diameter, circumferentially and axially. Tensile tests of the material

were made on carefully prepared specimens and tested in a special machine

which recorded upper and lower yield points. His cylinders were also pre-

pared carefully and the results showed the counterpart of the upper and

lower yield stress in a tension test. Discrepancies from theory were

noted, and their cause was attributed to the existence of this latter

phenomenon. The existence of an upper and lower yield point for mild steel

material is well established, but it is considered unreasonable to expect

any close correlation to occur between a tension test and a thick-walled

cylinder. For the magnitude of the upper yield point in a tension test

is dependent upon many factors (e.g., testing machine, surface finish,

specimen shape), and such conditions are difficult to reproduce in the

testing of a cylinder. In addition, the stress fields are different, and

these must have a bearing on the stability of the sudden deformation. It

is felt, that the careful preparation of Cook's specimens, masked the true

nature and effects of the mechanism of yield. Muir(20) has deduced, and

the authors will show this to be correct, that an overstrained cylinder

of mild steel is composed mostly of elastic material with only a small

volume of plastic material in the form of wedges. His argument was quali-

tative at the time, as the extent and number of wedges were not known.

Accepting the above concept of yielding, it would be expected that the

records of changes at the outside diameter, a position remote from the

WADC TR 52-49 Pt 2 7



yielding material, would disagree with a theory based on homogeneous

yielding. The measurement of changes at the bore surface, where yield-

ing initiates, would help to clarify the situation.

Theexperimental part of this report is thus twofold: (i) To inves-

tigate the mechanism of yielding in mild steel cylinders and to compare

it with the conventional assumptions of the theories of plasticity; it

should be emphasized that the results obtained need not be restricted to

thick-walled cylinders only, but should provide a description of flow,

characteristic of all members in which the stresses are non-uniformly dis-

tributed.

(ii) To measure strain at the bore and outside surfaces and estimate

the nature and extent of deviations from theoretical values. In addition,

the highly important problem to the engineer, of instability of deforma-

tions (creep) under maintained loads, is brought to the fore.

The theoretical part of the report is aimed at providing a reason-

ably uncomplicated solution, based on sound simplifying assumptions and

available experimental data, for cylinders made of material which exhibit

strain-hardening. The theory can also be used for materials with no

strain-hardening in the range of strains encountered in a partially plastic

cylinder.

WADO TR 52-89 Pt 2 8



2. Experimental Work

(a) Experimental Equipment

(i) Pressure Apparatus

The apparatus is designed to apply internal fluid pressures to

open-ended thick-walled cylinders. In principle, a fluid is confined

inside the test cylinder and compressed by means of a plunger and load-

ing machine.

Fig. 1 shows the assembled arrangement in section. It consists of

a central core A which fits inside the test cylinder. The core is built

in two parts which enables it to be fitted without interference to elec-

trical strain gauges on the bore surface of the cylinder. Synthetic

rubber 0-ring seals B prevent leakage at the ends. A plunger C operates

in a fitted hole and connecting holes D allow the system to be filled

with fluid. A load on the plunger compresses the fluid which transmits

a pressure to the inside of the test cylinder. An 0-ring seal on the

plunger and a neoprene washer E at the screw thread ensure a leakage free

system. F is a pressure gauge pipe connection of the Bridgman "unsupported

area" type. At G two of eight units are shown (two per flat). They are

set in the core to convey electrical leads out of the pressure area, and

are shown in an adjoining detail. The load is transmitted from a compres-

sion machine to the plunger via a spherical head H.

The test cylinder moves axially against a small amount of friction

at the 0-rings, nevertheless, the open-ended condition of testing is closely

assimilated. The ratio of cylinder length under pressure to total cylinder

length is 0.9375. The system is leakage free and sensitive control of

the application of pressure is a feature of the apraratus.

(ii) Measuring Devices.

A 25,000 lbs. per in. 2 Bourdon Gauge measured pressure. Its smallest

division reads 100 lbs. per in. 2 and an estimation correct to 20 lbs. per

in. 2 is obtainable. The gauge was calibrated against a dead weight

WADC TR 52-99 Pt 2 9



calibrator before and after each test.

Electrical resistance gauges were used in the measurement of

strain. Records were made on a standard Young bridge unit. Paper

backed gauges of one-inch gauge length were used on the outside diameter

of the test cylinder. Preliminary work on paper gauges under fluid

pressure gave unreliable results, hence bakelite gauges of one-quarter

inch-gauge length were used on the bore surface. Standard procedures

were adopted for the mounting of all gauges.

It was found that no protection was necessary for the internal

gauges from the fluid pressure. The effect of pressure on them was

studied in preliminary work and is given in Appendix I. This work con-

sisted of mounting gauges on a rectangular strip and immersing it in the

fluid under pressure. The effect of pressure was found to be small and

may be allowed for by assuming Lame's theory for the elastic strains to

be correct.

Mounting of bakelite gauges requires a curing sequence consisting

of a temperature treatment under a normal pressure of from 100 to 200

lbs. per in. 2, This pressure was effected by the spring loaded device

shown in Fig. 2. Neoprene pads fastened to metal shoes containing a

spring ensure the necessary uniform normal pressure. This device assisted

also in the accurate positioning of the gauges in the cylinder.

In three of the cylinders the end faces were polished for the ob-

servation of Lueder's lines. One of the cylinders was polished on the

outside surface also.

(iii) Specimens.

Tests were perforMed on four cylinders (Fig. 3). The material

was mild steel and specimens were rough machined from a hot-rolled billet,

annealed at 16300 F. and cooled in the furance. They were finish machined

to size by a sharp tool and adequate lubricant.

WADC TR 52-89 Pt 2 10



Fig. 4a shows the position of cylinders taken from the billet and

the material for tension tests. Tensile specimens were taken from pool-

tions (Fig. 4b) corresponding to the bore layers in the test cylinders.

They were given the same annealing treatment. Average material character-

istics are shown in Table (2) for four positions in the billet.

Billet position YOUNG'S MODULUS YIELD STRESS
numbers from the lef(= 2 • YIELD SHEAR STRESS)

(See Fig.4(a)) ( 106 lbs. per in. 2 ) (lbs. per in. 2 )

1 28.97 25,9000

2 29.6 32,500

3 28.9 32,000

4 30 32,500

Table 2 - AVERAGE MATERIAL PROPERTIES FOR

4 POSITIONS IN THE BILLET.

The stress-strain diagrams in tension have a sharply defined yield point

as shown in Fig. 4c.

Polishing of the cylinders for the observation of Lueder's lines

consisted of grinding followed by finishing with 00 emery cloth.

(b) Test Procedures

Readings of strain were recorded every 500 lbs. per in. 2 in the

early part of elastic straining and 200 lbs. per in. 2 close to the initia-

tion of yield and in the subsequent progression of yield wedges to the

outside surface. Each pressure was held for at least 15 minutes and in

some cases longer when creep was found to be operative. For example in

cylinder No. 4, the maximum pressure was held for 100 minutes to study

more fully the effect of creep.

.:.%uC TR 52-S9 Pt 2 11



Cylinder No. 1.

Four circumferential gauges were placed symmetrically round the

central surface of the bore. Four pairs of circumferential and axial

gauges were placed in corresponding positions on the outside. This

cylinder was the first to be tested and the end faces were not polished

for the observation of Lueder's lines. The fully plastic value of

pressure was reached in one loading cycle.

Cylinders No. 2, 3, and 4.

Gauges were affixed at six symmetrical positions as shown in Fig. 3.

The end faces were polished and in the case of cylinder No. 4, the outside

surface also. Cylinder No. 2 was loaded, unloaded, and then reloaded

three times, each loading reaching a higher pressure and causing more

yielding before the wedges reached the outside. No. 3 was taken to the

fully plastic value in one cycle of loading. No. 4 cylinder was loaded

to give a theoretical depth of yield corresponding to slightly more than

one-half the wall thickness. The apparatus was then disassembled and

the Lueder's lines observed. Subsequently, the cylinder was reloaded to

cause the yield wedges to penetrate to the outside and the Lueder's lines

again observed.

Cylinder No. 3 had additional gauges placed at the quarter points,

(see Fig. 3). This was to decide if the cylinder length to diameter ratio

was large enough to eliminate end effects at the measuring sections.

(c) Results

The results obtained from the tests fall into two categories -

quantitative recordings of strain against pressure, and quasi-quantitative

observations of the mechanism of yielding by means of Lueder's lines. The

original strain records are presented as graphs of pressure against strain

in Figs. 5(a to d). Average values of bore, outside circumferential, and

WADO TR 52-59 Pt 2 12



axial strains are plotted non-dimensionally in Figs. 8, 9, and 10,

respectively. It will be noted that the bore gauges for cylinders No. 3

and 4 failed at comparatively low pressures. This is attributed to a

loosening of the bond due to using a faulty cement. The bakelite cement

deteriorates with age. One or two of the outside surface gauges were

also found to be faulty.

Lueder's lines were noted by visual examination under oblique light-

ing, and carefully traced by means of a black crayon. The lines could

then be photographed or copied on to tracing paper (Fig. 6). An indica-

tion of the manner in which the cylinder yields is given in Fig. 7, where

the variation of circumferential strains is shown corresponding to wedge

regions for two of the cylinders.

Recordings of increase of strain at constant pressure (creep) were

taken as additional to the immediate purpose of the work, and some of these

records are shown in Fig. 11.

(d) Discussion of Results

(i) Measurement techniques.

A technique was developed for the measurement of bore strains in

thick-walled cylinders. The effect of pressure on the gauges was deduced

by assuming Lame's theory to be correct. This effect is found to be so

small that it may be ignored. Consequently, all the graphs are plotted

without any correction for pressure. The technique is further verified

by the consistent behavior of gauges on subsequent re-loadings. In

general the gauges fail at large strains at the bore surface in a decisive

manner at a value of pressure causing approkimately the full yielding of

the cylinder. As is pointed out in a previous section, however, this

failing was premature for cylinders Nos. 3 and 4 due to the use of a de-

teriorated cement.

The non-dimensional theoretical plot for the theories assumes the

WADC TR 52-89 Pt 2 13



cylinder boundaries to remain circular and consequently provide a pressure

versus change in length relationship. The question arises, therefore,

whether the average nf the several strain recordings adequately describes

the average change in a length dimension. This is only pertinent for a

material such as mild steel where adjacent regions carry widely different

strains due to the occurrence of Lueder's bands. Load-deformation tests

have been performed in the Department of Theoretical and Applied Mechanics,

University of Illinois.on mild steel beams(21) with gauges of different

gauge lengths yet covering the same overall dimension. It has been shown

that the average of several gauges of small length agree with observations

made over the overall dimension, even though wide variations exist among

the smaller gauges. It is desirable, of course, to obtain a true statis-

tical mean, to place as many gauges as possible round the circumference

of the test cylinder. Space limitations allow six (1/4 inch gauge length)

at the most for the size of cylinders used. It is considered that four

gauges are on the lower limit for obtaining a true statistical mean but

six are adequate. Cook(7) measured outside diameter changes in two posi-

tions at right angles and considered this to be satisfactory. One of the

authors in scme previous work(9) compared the average results from four

electrical gauges on the outside with mechanical measurements made at two

positions at right angles. Good agreement was found and hence the measure-

ment of average strain by four electrical gauges placed equidistantly

round the circumference was assumed to be sound.

In cylinder No. 3 gauges were located at the quarter sections along

the length (Fig. 3). The results for these gauges are not presented but

they showed exactly the same strain readings (within the limits of experi-

mental error) as the corresponding ones at the central section. It is

deduced therefore that the cylinder length to diameter ratios are large

enough to eliminate end effects at the measured sections.
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(ii) The Mechanism of Yielding.

It is seen from Figs. 5 (a to d) that large variations in strains

occur circumferentially. This is due undoubtedly to the existence of an

asymmetrical distribution of wedge regions of overstrain. They may be

studied from Fig. 6 and several important features are recognizable.

It is of practical and theoretical interest that a "fully plastic'

condition for the cylinders is obtained with only a small volume of the

material actually in the overstrained condition. This is considered im-

portant because it would be unreasonable to suggest that conventional

plastic theories, based on isotropic material properties, can adequately

describe the stresses and strains existing in the cylinders. It is custom-

ary in theoretical treatments to assume a Prandtl-Reuss material (flat-

topped tensile stress strain curve) for mild steel, at least for small

strains. The very existence, however, of the flat-topped curve leads to

the formation of wedge regions of overstrain (Lueder's bands) and then the

stress-strain relations based on isotropy become invalid.

The distribution of wedges is asymmetrical. Hence it may be deduced

that the onset of yielding at the weakest point, will destroy the symmetry

of the arrangement and effect the yielding at other positions. If sym-

metry of shape and material were possible then initial yield would commence

at all places round the inner boundary and the wedges would take the form

of a symmetrical orthogonal family of logarithmic spirals. It is seen

that the wedges do form logarithmic spirals since the tangent to them at

any point is at a constant angle to the radius to that point. The con-

stant angle is approximately 45" and the wedges obviously progress along

planes of maximum shear stress.

It is noticed that the position of the wedges on the top and bottom

"+ "Fully-plastic" pressure for a mild steel cylinder is defined as that
pressure causing one or two wedge regions to reach the outside surface.
At this value, the pressure versus circumferential strain curves become
parallel to the strain axis.
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faces of the cylinder correspond. This is not too obvious from cylinder

No. 2 since, as can be seen from the position from which it is taken in

the billet (Fig. 4a), a variation in yield stress must be presumed along

its length (Table 2). In general, however, the wedges extend along the

length of the test cylinder from face to face. In cylinder No. 4, the

wedges can actually be seen (Fig. 6) extending along the length on the out-

side surface in three places.

Fig. 7 illustrates the comparison of wedge regions with the measured

strains. It is seen that the inner and outer boundaries take on a complex

shape due to the asymmetrical nature of the straining. In addition an

important feature is shown in cylinder No. 4. There is preference for the

straining due to additional load to be taken up by the propagation of ori-

ginally formed wedges rather than the formation of new ones. This would

not necessarily be the case if a constant pressure is maintained for hours

or days on end. It is reasoned that an increase in pressure is necessary

to cause further propagation of wedges once they have stopped. The forma-

tion of new wedges, however, under constant load have been observed in

mild steel beams by Sidebottom, Corten, and Clark(22) several hours after

the steady load was applied. It is concluded that the important problem of

stability under a maintained load requires further investigation.

(iii) Comparison with Plastic Theories.

The plastic theories shown by full lines in Figs. 8, 9, and 10 are

due to MacGregor, Coffin and Fisher(3) based on maximum energy of distor-
tion flow condition and to Allen and Sopwith (6) using maximum shear stress.

Both assume rotationally symmetric elastic-plastic boundaries, Prandtl-

Reuss material, and isotropy in the two regions. In plotting the curves

Poisson's ratio of 0.3 was used.

Good agreement is shown for the bore circumferential strains in the

elastic region and the early regions of overstrain. Cylinders No. 1 and 2
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yield initially at a value of pressure computed on the basis of Tresca's

theory of failure (maximum shear stress). This is not the case for

cylinder No. 3. It is reasoned that the very nature of the yielding

mechanism precludes the accurate determination of the pressure at which

yield commences. The overall results, however, seem to favor a yield con-

dition based on Tresca. However, if reference is made to the outside cir-

cumferential observations (Fig. 9) one is misled by an apparent linearity

up to pressures even exceeding the yield condition proposed by Von Mises

(maximum energy of distortion). This is especially true of cylinder No. 1

where the strains continue to lie on the curve of MacGregor, Coffin, and

Fisher until the wedge regions predominate and finally on reaching the

outside of the cylinder conform more to the theoretical stiffness given by

Allen and Sopwith.

The maximum values of pressure fall short of those predicted in Allen

and Sopwith's theory and considerably more so when compared with the theory

of MacGregor, Coffin, and Fisher. Thus, it must be concluded that invalid

theoretical assumptions do not describe adequately the behavior of mild

steel cylinders. It is of practical importance that deviations from theory

are on the unsafe side.

It is seen from Fig. 10 that axial strains show large discrepancies

with theory. This is to be expected in a cylinder comprised largely of

elastic material with only a small volume plastic in the form of wedges.

The elastic strains lie to the left of the Lame line and this may be attri-

buted to a small amount of friction at the O-ring seals. The magnitude

of the axial strains is small and the maximum deviation from Lame is of

the order of 14 micro inches per inch.

(iv) Time Effects.

Creep of the strains under constant pressure is an important additional

feature of the tests. After each pressure increment the load was maintained
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constant until creep was not apparent. The time on the average was 15

minutes, but in some cases, especially near the fully plastic value, this

time was longer. Once the wedges reach the outside surface of the cylinder

the creep persists over comparatively large periods of time. This is exem-

plified in Fig. 11 where it is seen that at the largest pressure
(P-

(• = 1.315) in cylinder No. 4 the outside strains were still increasing

after 100 minutes. Plots are also shown for a cylinder No. 1 gauge

P( =P 1.36) indicating increases with time of 20 o/o and 23 0/o for bore and

outside circumferential strains respectively. As far as can be gathered

from this observation over a period of 30 minutes the deformations are sta-

bilized but additional tests are an urgent necessity to estimate these

effects over longer periods of time, even days or weeks. It may also be

observed from the strain figures that at the lower pressures small creeps

occur at the bore with little effect on the outside measurements. This

would be important in an interference fit assembly in which the interfer-

ence pressure is dependent on the bore deformations of the scantling.
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3. Theoretical Work.

The mathematicians approach to the problem under consideration is

fundamentally different from that of the engineer. The former is inter-

ested in an accurate knowledge of the stresses and strains in terms of

the applied load or loads for all points in an idealized body. In general,

the engineer seeks an estimation of the variation of factors with applied

loads, which are only of significance in the functional design of the part.

The rigorous solution due to Hills Lee, and Tupper() shows thatin
e r

Nadai's(8) approximate solution, the axial stresses are in error by as

much as 66 2/35 percent. This factor may or may not be of interest to the

engineer. For materials exhibiting flat-topped (well defined yield point)

stress-strain curves or small amounts of strain-hardening, the engineer

is interested in deformations rather than stresses. In the case of the

thick-walled cylinder, interest lies in deflections of bore and outside

surfaces for specific internal pressures. An accurate knowledge of the

stresses would be required only if rupture theories were to be considered

before the deflections become the governing feature in design. The axial

stress is small, in general, compared to the other two principal stresses,

and a considerable percentage error in the axial stresses may be tolerated

if their effect on the bore and outside deflections is small.

The necessity for accurate solutions to the thick-walled cylinder

is not denied. Indeed history has shown that present day elastic mechanics

of materials could not have been so soundly formulated without the solu-

tions of the theory of elasticity on which to base it. It is believed

that a similar evolution must take place in the case of plasticity if the

advantages it has to offer are to be understood and used widely by industry.

The thick-walled cylinder under internal pressure has been copiously treated

by the methods of the mathematical theory of plasticity and the author

feels particularly fortunate in having these solutions at his disposal for
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an attempt at formulating the problem on a "plastic mechanics of materials"

basis.

The first step in developing the theory will be to compare certain

of the analyses listed in Table I in an attempt to estimate the effects on

significant factors in design (i.e. bore and outside diameter deflection),

of the various basic assumptions.

(a) Comparison of Previous Theories.(9)

Previous comparisons, with one exception(5), have involved several

variables (e.g. axial boundary, compressibility, theory of failure, etc.)

and the effects of the individual variable have been masked. It is pro-

posed to adopt a standard set of conditions and examine the effect of com-

pressibility and theory of failure on the significant stresses and strains.

In addition the effect of making Poisson's ratio 0.5 rather than the nor-

mal value (0.3 for steel), is discussed for theories which assume incom-

pressibility of the plastic material.

Hodge and White(5) have given a quantitative comparison of the Reuss

stress-strain relations and the Hencky relations for cylinders in plane

strain, and composed of compressible material obeying Von Mises flow con-

dition. Their results show that the two theories yield almost identical

values for the stresses and strains. It is realized that this cannot be

strictly generalized to the cases of open and closed cylinders. No solu-

tion is known to the author which includes the incremental theory, com-

pressibility, and Von Mises flow condition for closed or open ended

cylinders. Incremental solutions using Tresca theory all yield the same

values for hoop and radial stresses since the equilibrium equations may

be directly integrated (for zero strain hardening); the solution for

these stresses is statically determined. It is difficult to estimate the

errors involved in the computed strains by using the Hencky stress-strain

relations for open ended cylinders rather than the Prandtl-Reuss equations)

but there seems at present no alternative to the selection of the former
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relations for the basis of a practical solution.

A quantitative comparison follows to- examine the effect of (i) com-

pressibility and (ii) theory of failure. The basis of the comparison is:

(i) Hencky (Total Strain) plastic stress-strain relations.

(ii) Material exhibits idealized, flat-topped tensile stress-strain

curve,

(iii) Open-ended cylinders.

(iv) Diameter ratio (k) = 2.

(v) Stresses plotted for cylinders yielded half-way through

the wall (n - 1.5).

The comparison is effected with reference to three theories, viz.

ths o lenadSowt(6) (3)
those of (i) Allen and Sopwith , (ii) MacGregor, Coffins and Fisher

and (iii) Steele(9). Information on these theories may be obtained from

Table I. It is seen that if Allen and Sopwith's and Steele's work are

compared, the effect cf compressibility may be estimated with all other

variables standardized. Similarly if Allen and Sopwith's theory is com-

pared with MacGrogor, Coffin, and Fisher's solution, the differences in

,the stresses and strains for the Von Mises and Tresca flow condition are

found.

Figs. 12, 13, and 14 show plots for these three theories of the

principal stresses, and, strains at the outside and bore surfaces.

With regard to compressibility versus incompressible (plastic mate-

rial) solutions for the stresses, it is seen that the only difference lies

in the axial direction. In Steele's solution a discontinuity arises at

the plastic-elastic boundary when Poisson's ratio for elastic material is

taken as 0.3, since e r + = + 1- 2v (a + a + 0 ) on the elasticr EP (0  r Z)o h lsi

side, and e + Cr + Cz a 0 on the plastic side. This would be considered

serious if an accurate knowledge of the axial stresses is required.
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However, as pointed out on page 19, the deflections of outside and bore

surfaces of the cylinder are of greater interest to the engineer and

Figs. 13 and 14 show that the percentage differences here are small. In-

deed the plots for outside circumferential strain for Allen and Sopwith's

and Steele's theories cannot be differentiated on the scale used. The

largest percentage difference is noticed in the axial strain which has

little effect on the circumferential strain. To eliminate the physically

unrealistic discontinuities in axial stress and bore circumferential

strains it has been suggested by Nadai (ref. 8, page 460) and Prager(23)

that the elastic material should be considered incompressible also (i.e.,

v = 0.5). The stresses and strains for v = 0.5 are shown plotted in Figs.

12, 13, and 14 and it is seen that the curves show closer agreement with

the more correct theory of Allen and Sopwith. Largest differences again

occur in axial stress and strain but the outside and bore circumferential

strains vary at the most by 3 percent for a specified applied load once

the plastic region has extended to a depth of one-half the wall thickness

or greater. Thus, it is contended that a solution based on incompressibil-

ity in both the plastic and elastic domains will be of value to the

engineer since he is interested in factors which are not seriously affected

by such radical assumptions. It should be emphasized that the foregoing

is not a general statement applicable to all problems in plasticity, but

one suitable for a plastic mechanics of materials solution for this

specific problem.

Theories of failure are compared by two rigorous solutions (Allen

and Sopwith, and MacGregor, Coffin, and Fisher). The plots of Figs. 12,

13, and 14 show large differences in the computed stresses and strains#

(with the exception of the axial stress), and decision as to which theory

It should be noted that the Mises-Tresca comparison is based on the

assumption that the two laws agree for a tension test. This follows
the customary engineering treatment for theories of failure. However,
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to use depends on the experimental behavior of the cylinder material.

It has been shown in the experimental part of this report (also ref. 18)

and by Macrae(19) that, tests performed on thick-walled cylinders, gave

results at variance with Von Mises theory and this was attributed to

the mechanism of yielding. It is further reasoned that Von Mises theory

may be operative within the wedge regions of overstrain but the integrated

effect of such regions on observed strains at the outside and bore surfaces

is more closely in agreement with Tresca's theory. Evidently some new

theory must be devised to estimate the overall effects of wedge regions

of over-strain in an elastic material, but so far this has proved exceed-

ingly difficult.

Many materials (e.g. gun steels) have a short flat-topped portion to

the tensile stress-strain curve before strain hardening becomes operative.

It has been shown in the experimental work of this report that for mild

steel, which has a long flat portion compared to the strain at yield,

partially plastic cylinder outside and bore circumferential strains may

be approximately described by Tresca's theory (zero strain-hardening).

The questions now arise: What is the mechanism of flow for materials with

various lengths of flat top portion, and how can the effect of the flat

top and subsequent strain-hardening be accounted for in an analysis? The

answers can only be given conclusively from experimental data which is not

available as yet and what follows must be regarded as opinionative. It is

suggested that the flat top portion gives rise to the wedge type of yield-

ing in members in which a stress gradient exists. However, the number of

wedges and extent of wedge penetration is dependent on the length of the

(continued from previous page) the constants for the two flow condi-
tions could equally well be chosen so that they agree for any other
stress system, and if, for example, the values in pure shear (thin-
walled tube under pure torsion) were made to agree exactly the differ-
ence between the two theories for the stresses and strains in the
particular problem under consideration, would probably be small.
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flat portion. In the limit when the flat-top portion is zero, (e.g. alumi-

num and aluminum alloys) so many wedges are formed that the mechanism of

flow more closely represents the theoretical assumption of two regions,

both of homogeneous material, separated by a circular elastic-plastic bound-

ary. At this stage, the wedge effect on bore and outside circumferential

strains disappears and a strain-hardening function obtained from experi-

ments on a uniform, combined stress field could be applied. However, at

any of the intermediate stages the effect of wedges must be taken into

account with the added complication that the stress distribution within

wedges may be such that the wedge material is in the strain-hardened con-

dition. Clearly, considerable experimental data must be accumulated to

clarify these opinions, and to relate constants from a simple laboratory

test (e.g. tension test) to a corrected (for wedges) strain-hardening

function.

It is suggested that an analysis should be based on Tresca's theory

of failure as extended by Ludwik to describe the strains existing in a

cylinder of strain hardening material. As a first approximation, which is

deemed sufficient for partially plastic cylinders, linear strain-hardening

should be considered. It is believed that this type of strain-hardening

function is suitable for two reasons; firstly, it is easily handled in an

analysis, and secondly it is amenable to experimental correction, to cover

a widd range of materials, once sufficient data is obtained on the physical

behavior of cylinders made of different strain-hardening materials.

(b) Author's Theory

Basic Assumptions

M ~ r a r 'az z12

(i) %- r rae (12)

B is a function of the radius only for any
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stage in plastic flow. Eq. (12) together with

the compressibility condition satisfy the Hencky

relations (eq. (5)).

(ii) £e+Cr+ -o (13)

(Incompressibility)

(iii) 'e r -2f (Y) (14)

(Ludwik' s strain-hardening function)

For linear strain hardening (Fig. 15),

Sa s +mG (Y - Ye) - s (1 m)+ G (15)

When m - 0, t - s as for zero strain-hardening.

For an incompressible material and ez = constant at any stage in

plastic flow, compatability relations are satisfied by:

C
z 0

r 2

= - +(16)

where 'c' is a constant of integration.

Now Y% -r r2 2 2
r r 2 r 02y

At elastic-plastic boundary, y n, y = s

sn2 (17)

GY
2

From Eqs. (15) and (17)

" m) smn2 (18)

y
2

Radial equilibrium of an element gives:
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Y -__ a a - CFig

In the elastic domain, Lame's solution(24) for Eq. (19) gives:

B
0 = A -+r y

(20)
BCfe = A 2-.

y 2

where A and B are constants of integration.

In the plastic domain,

C 0r 28snn2

y y - a a -r = 2-T= 2s (1-m) +

On integration r - s (1-m) log y' - 8"n2 + D
y 2

(21)

08 " s (I-m) log(y' + 2)+ !•--- + D
y 
2

where D is a constant of integration.

Boundary Conditions.

1. a Oaty-k

2. ar is continuous at plastic-elastic boundary.

3. ae is continuous at plastic-elastic boundary.

Hence, in elastic domain (n<y <k)

Or 21 1)
-: n (-_ - -_)
-s- k2  y2

(22)

s k2  y2

and, in the plastic domain, (l<y<n)
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• - (1 - m) log Y)2. (k2 - ni) - ( , - 1)
0s y 2

(23)

a 0 (~2 k 2 + n 2 )+.(I -M) log •) + ( 1: + S ( - 1)

at y 1, a = -Pp hence,r

P (I - m) log n2 + - 2+ m(n2-) _ (24)

The strain at the outside diameter is obtained from the elastic

equations
Bee a ae - v(C.)

substituting for a and a Z,

6E z

Es ) o/ 2n V )E z( 5
s k2  s

Plastic Strains,

From Eq. (12) - "r Yr

Substituting for " and r from Eqs. (17) and (18) respectively,

n (25)

2G(l -m) y2 + 2Ginn2

Also

sn
2

e r Y=Gy 2

and, from Eq. (13), ze + er = "9z

Hence, sn z
2Gye

(27)

sn zBr = m --•y --
r 2Gy2
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In particular the bore circumferential strain is given by,

Ee) bore (1+ v) n2 1 , (28)
ST

where G

From Eq. (12), az - - - + a in the plastic domain.

Substituting for e6, p, and a.,

3
S(1-ml E!•'Z "('+vn2 +ez n7• (29)

r - 2(1. ) . (--.Z) + (1- M) log ( )2 (2(l + v) s k2

als a + -2* in the elastic region from the elastic equations*
ls8 2 k2

The end condition givesi

a ozy dy = 0 (open ends) ; . (closed ends) (30)

Assuming open ends,

or z y dy 2 + ((l'm) log _) + n-4 0~j) -21+)sn k

/ I c

+ +) v y dy 0

From which,

E (l-m) log n 2 - (n 2-l) 1- m - + 2vn- (k 2 -n)-- - k....1 (31)
3 .(-i)(n 4_1) + k 2  n 2 + 3m (n 2  I)

(1 + v) n 2 2(1 + v)
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Summarizing the formulaet

In elastic domain (n< y <k).

a 1.

k2  y 2

CY

s kP y
Ic2

SECE + 2vnz

E__ -n (l-v2) v .--

In plastic domain, (l< y< n).

-u(l -m) 1eg(.•2)2 ,(ks "n 2 ,) - (@.- 1)a = 2 -n2 n2

3 [O. ÷M) .log " M
n k2

EZe)boreE
B €m ÷ ) n" z •

we (-m)log n Z - (nk2 i m -n2) + M n

S(l-m)(nZ-1) B k" n- + 3m(ne 2- 1)

"(1 +v)n Z(l nv

also, -- ( e (Im) v)0EC (n
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a• ae a
Curves for - and are given in Fig. 16 for various values

of the strain hardening parameter, m.

Figs. 17 and 18 show plots of ) sand - respectively

for various values of m and for 1- n Sk.
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4. Conclusions and Remarks.

(a) Relating to Experimental Work.

(i) Techniques have been developed in this investigation to

measure strains at the bore surface of thick-walled cylinders and to

observe the formation and propagation of Lueder's lines on the end faces

and outside surfaces. They are applied to an experimental investigation

of mild steel cylinders of 2:1 wall ratio.

(ii) The mechanism of yielding in mild steel is characterized

by the formation of wedge regions of overstrain. The plastic material

occupies a very small volume of the total. This conflicts with the con-

ventional theoretical assumptions which predict regions of elastic and

plastic homogeneous material connected by a rotationally symmetric boundary.

As a consequence measured bore, outside circumferential and axial strains

show discrepancies with theory.

(iii) Bore strain measurements predict initial yield to com-

mence at a pressure calculated using Tresca's maximum shear stress theory

of failure. This is not observed on the outside diameter circumferential

measurements because of the aforementioned mechanism of yielding in mild

steel*

Fully plastic (i.e. where the pressure versus strain curves become

parallel to the strain axis, which corresponds to one or two wedges

reaching the outside surface) values of pressure are lower than those pre-

dicted from Allen and Sopwith's theory and considerably in error when com-

pared with that of MacGregor, Coffin, and Fisher. Thus it must be con-

cluded that theory predicts unsafe values for the load carrying capacity

of mild steel cylinders.

(iv) There are marked time effects (creep) which require

further investigation, They are observed over periods up to 100 minutes

but the author believes they should be investigated over much longer
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periods of time.

(b) Relating to Theoretical Work

(i) Previous partially plastic thick-walled cylinder theories

were reviewed and their various basic assumptions interpreted. It was

reasoned that a search for assumptions leading to a simplified theory

for design should be made from the point of view that engineers are inter-

ested in certain significant factors; for the most part, in deflections

of outside and bore surfaces for specific applied pressures.

(ii) It was shown that, on the assumption of incompressibility

of both elastic and plastic material, a solution for the significant fao-

tore in design is in close agreement with a more rigorous mathematical

theory utilizing compressibility.

(iii) A discussion was presented of the possible mechanism of

flow for strain-hardening materials with a short flat-topped portion in

their stress-strain curve. It was concluded that a strain-hardening

function originally proposed by Ludwik (-v - f(y), was a sound basis on

which to form a theory. However, at present these conclusions are

opinionative and the theory must be closely supported with further experi-

mental work on thick-walled cylinders (or any other member exhibiting a

polyaxial, non-uniform stress field) made of materials with various strain-

hardening characteristics..

(iv) A theory is presented, in closed form, which is based on

Hencky's plastic stress-strain law, incompressibility of plastic and

elastic material, and Ludwik's (linear) strain-hardening function. It

furnishes a solution for closed-or open-ended cylinders.

(o) Suggestions for Further Research.

It is believed that the work recorded in this report throws

new emphasis on the physical behavior of real materials stressed inelas-

tically in two and three dimensions in a non-uniform stress field. It
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should be emphasized that the thick-walled cylinder is used merely as a

means to an end because of its comparative suitability to experimental and

theoretical analysis. As is customary, however, the present research has

unfolded new problems or placed well-known phenomena in new perspective

and the following suggestions are believed justified for future work in

the field.

(i) An analytical and experimental study of the stresses and

strains set up in an overstrained body by the existence of wedge regions

of overstrain embedded in a predominantly elastic material.

(ii) It is recognized that problem (i) is complex and even

though an answerwere obtained, it may not be amenable to engineering

application. An alternative approach for a specific member, (e.g. a thick-

walled cylinder) would be to relate experimental observations of signi-

ficant factors in design, for the specific member, with an idealized theory

built up from simple laboratory tests (e.g. a tension or torsion test).

Both of these ztudies would require:

(iii) Experimental work on the type of member under considera-

tion made of a wide range of real materials. Some data is already avail-

able but not sufficient to express views other than prophetic ones (e.g.

the case of the thick-walled cylinder made of a strain-hardening material).

(iv) An experimental study of time effects (creep) for mate-

rials exhibiting the wedge type of flow. This factor is one for which

engineers must have an answer before they will place any faith in the use

of materials stressed above the elastic range.
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APPENDIX I

FLUID PRESSURE MFECT ON BAKELITE GAUGES

Preliminary tests were performed to estimate the effect of fluid

pressure on the bakelite gauges used to measure bore strains. They

consisted of cementing three gauges onto a rectangular strip and sub-

jecting the whole to pressures up to 25,000 lbs. per in. 2 (maximum

cylinder pressure used was 23,000 lbs. per in. 2 approximately).

Results are presented in Figs. 19 and 20. Fig. 19 shows compara-

tive results from two test runs for the three gauges. Fig. 20 shows

results from several test runs for one gauge in order to investigate

the effect of repeating the pressure cycle. Four factors emerge:-

(i) There is a small pressure effect causing a compressive strain from

2 to 5 micro inches per inch per 1000 lbs. per in.*.

(ii) Small variations in pressure effect exist among gauges. These

differences and also the total pressure effects are small compared to the

circumferential bore strains in a cylinder of 2:1 wall ratio.

(iii) In all cases the gauges show linear response over most of the

pressure range. This factor enables the pressure effect to be deduced

accurately in the elastic range of the straining of a cylinder and by

extrapolation for pressures causing overstraining.

(iv) There is a marked consistency for any one gauge which is subjected

several times to the pressure cycle. No permanent set or creep was

noticed and it may be concluded that a gauge behaves in a stable and

consistent fashion under the fluid pressure.
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FIG. 2 SYMMETP-ICAL SECTION (.FEI.PENDICULAP. TO CYLINDER AXIS) OF SPIAING

LOADED DEVICE FOP- THE MOUNTING AND CUP.INQ OF BAKELITE GAUGES
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FIG. 3 TEST CYLINDEI. SHOWING GAUGE LOCATIONS

WADo TR 52-99 Pt 2 39



CYL. NO. 1 2 3 4-

STENSILE COUPONS

(a) POSITION OF TENSILE: SPECIMENS I•ELATIVE TO LENGTH OF E31LLE-T

L 3-

(b) POSITION OF TENSILE: SPECIMENS R-ELATIVE TO CZOSS SECTION

(1)

[Si

5TP-AIN

(C) TYPICAL TENSILE: STRESS STIZAIN DIAG•RAM FOR. MATEPI-AL

FIG. 4- MATERIAL TEST DETAILS

WADC TR 52-89 Pt 2 140



GAUGE NO. 1 2 3 4

20

15-

IO

57

BOR1E CIRCUMFERENTIAL 5TRAIN (I D1.V 2,500 y-fN)

,w 20

La

€ 15 :;,

<~ z
z i0

5+
z

OUTSIDE CIRCUMFERENTIAL STRAIN (I DIV=I,OO/f-iN)

Jo-10

15 . .- ,-

OUTSIDE ACIAL STRAIN (I pIv.= D OO MICRO-IN PERIN.)

FIG. 5a. ST2AMNS MEASURED ON CYLINDER NO I

WADC TR 52-99 Pt 2 41



GAUGE NO. I 2 3 4 ,5 6
z 10

._ . .. .5

• 15 " "+- -4- ....

S+z +.

0o 1 0 o Q

o4 ~ o, o o °

• o 0o. o. -o

4. 4

-r

BOUTSIE CIP.CUMFER-ENTIAL ST12AIN (I DIV. 10200 MICRO-IN.mPEP- IN.)

200

,,,'0 - .0€++ .+ +
0".: .:" • : ./ :0

(/) Is 15

Li .0 * : 0 :0 *:0 .o

u 04

109

N * *"." : :

<'" . *4. .4 * + + -4".

Sz v I0 -"-"• ": - -

L.i

44

.0J o 0 * 0 ~ * 0 o 0 .

I-- .5 - ,'-',
Z 00 0 0 0

OUTSIDE CIXCUMFE.ENTIAL S TTAIN (I DIV. = I000 MIC12 O-IN. PEP IN.)

____ __ _______ __ _ _"_ _ •__ __

I O L + - -L-- LOAD
FIG. 5. 0

WAD5 :1 52-89. 4t*

SN.""

ZV .: •.
Ill- .o • .

I-'-' 5~- ,.-o _____ .
z I..

OUTSIDE AXIAL STR.AIN ( I DIV, = 200 MICPRO-IN. PER-. IN.)

• -- I ST LOADING ÷- 2ND LOADING o -_ 3.. LOADING

FIG. 5 b. STI2AINS MVEASUR-.ED ON CYLINDEP- NO. 2
WADC TB 52-S9. Pt 2)2



.... ....... . . . . .".... .... 

...... 

.

" *. -.----.. -:

. .... ...... .... . . . ....... . ... .

6 LA

.... ........

z
0..

.. . . . ......

S.. .. • • ---_. I :............. .. .. ..

____ 0€•
0J ---

F

z

w o

* . LU a..
*.. -.- - (o x .N/ ..) 4- o

..... * ...STAN -E5UE ON.YINE NO. Lj

W 59-

0

C1 0Z t 0(oI XZNI/'al)

0 3zjflss&bd IVNdýINF

FIG. 5c. STRAINS MEASURED ON CYLINDER NO. 3

wA2)c TR 52-99 Pt 2 413



GAUGE NO, 1 2 3 4 5 6

20 -_ _ __ _

10 0

L I td . - -4 - - - - _ _ .

z 
.

*~ . . •

BORE CIRCUMFERENTIAL STRAIN (I DIV- 2500 MICQO- IN.PER IN.)

20

go. 4 I

S E E A (I V 0 0 0 0

0, 0

100

/.0 * 0

__ _ / _ _ : / : _ :_ ___

OUTSIDE CIRCUMFERENTIAL STRAIN II 2D0V. I,000MCRO-IN, PEE IN,)

20 ST L -4-- - FA ZER. 2

FIG.. 5d SO

15 •5- 9 : 2 -4

0' .... , .

* .e .

I. 4.

OUTSIDE AXIAL STRAIN (I DIg=2O00MICRO-IN. PEI2 IN,)

• -- IST LOADING *e--FINAL ZERO. o--2ND LOADING

FIG. 5d. .STRAlNS MEASUREID ON CYLINDER NO. 4

'WADO TR 52-$J9 Pt 2 •



Top BATEOMoFrcm

3CYLINDEF. NO.2-FULLY PLASTIC 3 E

CYLINDER. NO. 3-FULLY PLASTIC

CYLINDER. NO.4- PAR-TLY PLASTIC

TH-EOP-ETICAL DEPTH OF
HOMOGENEOUS YIELD

CYLINDER. NO.4-FULLY PLASTIC

FIQ. 6 LOCATION OF WEDGE REGIONS OF OVEPSTP-AiN

WADO TR 52-59 Pt 2 ~45
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